
Technical Data
Appearance Colored Powder
Apparent volumetric 
mass
(UEAtc/CSTB 2435)

1.23 kg/dm3

Mineral Nature of inert 
material

Crystalline 
carbonate

Grading 50 microns
Shelf life 12 months
Mixing water 1.5 L / 5 Kg bag

≈ 2 kg / dm3

Pot life ≥ 90 minutes
12 to 24 hours

Flexural strength after 
28 days (EN 12808-3)

≥ 7 N/mm2

Compressive strength 
after 28 days 
(EN 13007-4.1.4)

≥ 27 N/mm2

Resistance to frost-thaw 
cycles (EN 12808-3):
Flexural:
Compressive:

≥ 2.39 N/mm2

≥ 27 N/mm2

Resistance to abrasion 
after 28 days 
(EN12808-2)

< 490 mm3

Water absorption 
(EN12808-5) @ 30 min
                      @240 min

< 1.3 g
< 3.5 g

Values taken at +23° C and 50% R.H. standardized 
laboratory conditions. Data may vary depending 
on site conditions.

TILE GROUT

Description

Fixer Black is a mineral grout for extremely color-
fast joints from 0 to 5 mm thickness. Its a single 
component product with low volatile organic 
compound emissions

Product Uses

 Grouting of porcelain tiles, ceramic tiles, glass 
and ceramic mosaic tiles of all types and formats..

 Internal and external use on horizontal and 
vertical surfaces.

 Suitable for domestic, commercial, industrial, 

fountains.

Features & Benefits

 Ease of use, requires only the addition of water.
 Factory blended with assured consistent quality.
 Very high adhesion strength.
 High color stability.

Standards Compliance

 Fixer Black is compliant to the requirements of 
the European Standard EN13888:2017 and ISO 
13007-3 as Type CG2AW.

Application Instructions

Substrate Preperation
Before grouting joints, check that tiles have been 
laid correctly and are anchored perfectly to the 
substrate. Substrates must be perfectly dry. Grout 
joints in accordance with the recommended waiting 
time indicated on the relative data sheet of the 
adhesive used. For mortar substrates, wait at least 
7-14 days depending on screed thickness, ambient 
weather conditions and on the level of absorption of 
the covering and the substrate. Any water or moisture 
rising can cause salt to build up on the surface of the 
grout or cause shade variations on account of the 
uneven evaporation of remaining water through the 
grout Joints must be free from any excess adhesive, 
even if already hardened, and must be of an even 

Fixer Black
Tile Grout (CG2 AW)



TA
PS

-S
A1

00
4-

19
/A

www.build-station .com.sa

depth of at least 2/3 of the overall thickness of the 
tile covering. This is necessary to prevent different 
drying times of each different thickness, with 
subsequent shade variat ions. Any dust and loose 
debris must be removed from the joints by carefully 
cleaning them with a vacuum cleaner. In the case of 
highly absorbent tiles or high temperatures, a damp 
sponge should be passed across the surface of the 
tilework prior to grouting joints, in order to prevent 
any water stagnation. Before grouting joints with 
contrasting colours, check the cleanability, as highly 

advisable to perform a preliminary test on tiles not 
to be laid or in a small, concealed area. In these 
cases we recommend treating the covering with 

applying them to the joints.

Mixing
Add 1.5 liters of water to a suitable mixing vessle 
then add the powder (5 Kg Bag) to the water gradually 
while mixing continuously using a slow speed mixer 

reach a smooth creamy consistent lump-free slurry.
For best results, and to mix larger quantities of the 
grout, a stirring device with vertical blades and slow 
rotation is recommended. The amount of water 
to be added, indicated on the packaging, is an 
approximate guide and will vary depending on the 
different colours. It is possible to obtain mixtures 
with consistency of variable thixotropy according to 
the application to be made. Adding extra water does 
not improve the workability and the cleanability of 
the grout, and may cause shrinkage in the plastic 

performance. Prepare all mixtures required to 
complete the process using the same amount of 

   .edahs tuorg ni snoitairav yna diova ot redro ni ,retaw

Application
Fixer Black must be applied evenly on the tile 

the entire surface by completely grout the joints, 
applying the grout diagonally to the tiles . Remove 
most of the excess grout immediately, leaving only a 

clean up the surface using a thick, large -sized 
sponge damped in clean water to avoid removing 
grout from the joints. Make sure clean water is 
used at all times, using appropriate trays with grills 
and cleaning rollers for the sponge. Use circular 

electric sponge grout remover is recommended for 
large surface areas. Finish cleaning up by dragging 
the sponge diagonally across the tiles while applying 
water evenly over the tiles, in order to prevent any 
shade variations. When laying tiles with very narrow 
joints, grout can be cleaned from the latter using a 
stick with a rounded tip, being careful to clean the 
surface of the covering with a clean cloth or sponge 
before the product hardens.

Cleaning
Residual traces of grout can be removed from tools 
with water before the product has hardened.

Important Considerations:

 Workability times may vary considerably, 
depending on environmental conditions and on 
tile and substrate absorbency- grouting joints on 
substrates that are still damp will cause variations 
in the grout

 Use a moistened sponge to clean surfaces 
in which joints have already been grouted to 
rehydrate the applied grout

 Use a spreader and apply with a series of passes 
to ensure proper penetration of the grout in the 
reduced-thickness joints.

 Protect the grout from direct rainfall and sun for 
at least 12 hours after application

Packaging

Fixer Black is available in 5 Kg bags.

careful
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البورسلين

البورسلين

يأتي فكسر ا�سود باكياس ورقية 5 كجم


