
Technical Data
Appearance White Powder

1.69 kg/dm3

Shelf life 12 months

Mixing water 7 - 9 L / 20 Kg bag

Pot life ≥ 4 hours
Adjustabilty ≥30 minutes
Open Time ≥30 minutes
Maximum Application 

Thickness

15 mm

≈ 24 Hours
Tensile adhesion @ 28 

days (EN 1348)

≥ 1 N/mm2

Adhesion after heat 

aging

≥ 1 N/mm2

Adhesion after water 

immersion

≥ 1 N/mm2

Adhesion after freeze-

thaw cycles

≥ 1 N/mm2

Service temperature -40°C to +90°C
Coverage ≈ 2.5 - 4 Kg / m2

Values taken at +23° C and 50% R.H. standardized 

laboratory conditions. Data may vary depending 

on site conditions.

PORCELAIN TILE ADHESIVE

S1

Description

adhesive composed of hydraulic binders, selected 

aggregates and special additives . It is supplied as 

a dry powder in pre-weighed bags ready to use on 

site, which requires only addition of clean water to 

produce easily workable mortar. Fixer Blue is ideal 

natural stone agglomerates. Fixer Blue is applied in 

thickness from 3 to 15 mm, depending upon type of 

tiles and quality of substrate.

Product Uses

 format tiles and natural stone agglomerates on 

 
Internal & External use on horizontal and vertical 
surfaces .

 Suitable for wet and dry conditions.
 
Used with various substrate such as cementitious 
boards and slabs, mineral substrates, heat 

radiant slabs, gypsum and plaster boards.

Features & Benefits

 Ease of use, requires only the addition of water.

 Factory blended with assured consistent quality.

 Very high adhesion strength.

 Fast thin layer application.

 Compatable with heat radiant slabs.

Standards Compliance

 Fixer Blue is compliant to the requirements of 

the European Standard EN12004:2017 and ISO 

13007 as Type C2TE S1.

 Complies with the requirements of ANSI 118 

cementitious thin set adhesives.

Application Instructions

Mixing

Add 7 to 9 liters of water to a suitable mixing vessle 

then add the powder (20 Kg Bag) to the water gradually 
while mixing continuously to reach a smooth creamy 

consistent slurry.

Fixer Blue
Porcelain tile adhesive (C2TE S1)
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Application Instructions

Surface Preperation

In general, cement-based substrates must be free 

of dust, oil and grease, dry and free from rising 

dampnsess, with no loose or imperfectly bonded 

polutants such as residues of cement, lime and 

paint coatings, which must be completely removed. 

The substrate must be stable and without cracks, 

must have already completed the drying shrinkage.

present suitable mechanical properties. Uneven 

areas must be leveled in advance with suitable 

Fixer

Mixing

Add 75% of the mixing water (5.2 - 6.75 liters) to 

a clean suitable mixing vessle then gradually add 

the powder (20 Kg Bag) to the water gradually while 

mixing continuously using a slow speed mixer 

(400 rpm) to reach a smooth consistent lump-free 
mixture. Add the full or part remaining1.6 liters as 

desired  after initial mxing and continue mixing for 2 

minutes. total mixing time should not exceed 5 to 7 

minutes.

Application

The product should be applied with a suitable 
toothed spreader, to be chosen according to the 

size and characteristics of the rear surface of the 

tiles. It is best to use the smooth part of the trowel to 

to obtain maximum adhesion to the substrate and 

to regulate the absorption, after which the thickness 

can be adjusted as required by tilting the spreader 

at an angle. 

Spread the adhesive over a surface area which will 

allow for the laying of the surface materials within 

the indicated open time, and check for suitability 
at regular intervals. The open time may vary 

considerably even during the application depending 

on various factors such as exposure to sunlight. air

currents, absorbency level of the substrate, 
temperature and relative air humidity. 

even contact with the adhesive itself. In general, 

ceramic tiles don not require preliminary treatment,

however these materials should be checked to 

ensure there are no traces of dust, dirt or surface 
coatings of any kind that are not properly anchored 

to the substrate or which may modify the absorbency 
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Cleaning

Residual traces of the product can be removed 

from tools and covered surfaces with water before 

the product hardens, otherwise they need to be 

removed mechanically.

Important Considerations

Do not use on gypsum-based plasters or renders and 

anhydrite-based screeds without the application of a 

substrates; on plastic or resilient materials, metals, 

wood; on wet substrates or substrates subject to 

continuous rising dampness; in environments where 

water is always present:
 Protect against direct rain and freezing for at 

least 24 hrs.

 Lay and press tiles onto fresh adhesive, making 

sure it has not formed a surface skin.

 Temperature, ventilation and absorption of the 

substrate and covering materials, may vary the 

adhesive workability and setting times.

Packaging

Fixer Blue is available in 20 Kg bags.

Related Products

Ceramic Home offers a variety of to the tiling market  

including:
 High quality Spanish origin ceramic and porcelain 

tiles.

 Tiling accessories and trims.

 Tile adhesive products.
 Customized cut and polished tile pieces.
 Porcelain based furniture.
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